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YMBOLS Al
NECESSARILY SHOWN ON THE DRAWINGS TO SCALE OR ACTUAL

ND LEGENDS OF PROJECT FEATURES ARE GRAPHIC REPRESENTADIILOEtlS AND ARE NOT

COORDINATE DETAIL SHEET DIMENSIONS, MANUFACTURERS‘ LITERATURE. SHOP DRAWINGS, AND
FIELD MEASUREMENTS OF SUPPLIED PRODUCTS FOR LAYOUT OF THE PROJECT FEATURES.

GENERAL NOTES

1.

2.

3.

Rmmczs.
THE STATE OF RHODE ISLAND STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, 2018 EDITION,
REVISIONS AND ALL CURRENT ADDENDA. ARE MADE A PART HEREOF, AS IF ATTACHED HERETO, ALL REFERENCES TO
"STATE STANDARD SPECIFICATIONS” SH. FER TO THE LATES'T EDITION OF THE STATE OF RHODE ISLAND
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUC

B. THE STATE OF RHODE ISLAND STANDARD DETAILS, 2015 EDITION, AND ALL CURRENT REWVISIONS, ARE MACE A PART
HEREOF, AS IF ATTACHED HERETO. ALL REFERENCES TO "STATE STANDARD DETAILS® OR "R.. STD. ### SHALL
REFER TO THE LATEST EDITION OF THE STATE OF RHODE ISLANDS STANDARD DETAILS.

C. THE STATE OF RHODE ISLAND SOIL EROSION AND SEDIMENT CONTROL HANDBOOK, 2016 EDITION, REVISIONS AND ALL
CURRENT ADDENDA, ARE MADE A PART HEREOF, AS IF ATTACHED HERETO. ALL REFERENCES TO “SOIL EROSION AND
SEDIMENT CONTROL HANDBOOK® SHALL REFER TO THE LATEST EDITION OF THE STATE OF RHODE ISLAND SOIL
EROSION AND SEDIMENT CONTROL HANDBOOK.

D. THE SITE-SPECIFIC SOIL EROSION AND SEDIMENT CONTROL PLAN (SESC PLAN) PREPARED BY FUSS & C'NEILL, INC.,
DATED JANUARY 2021, IS MADE A PART HEREOF, AS IF ATTACHED HERETO.

EXISTING CONDITIONS:
A A

PROPERTY BOUNDARY AND TOPOGRAPHICAL INFORMATION WERE OBTAINED FROM A PLAN TITLED PARTIAL BOUNDARY
AND TOPOGRAPHIC SURVEY, BY WATERMAN ENGINEERING COMPANY, DATED NOVEMBER 17, 2020.

B, ELOOD ZONE:
THE SUBJECT SITE LIES WITHIN ZONE AE, AN AREA INUNDATED BY THE 1—PERCENT ANNUAL-CHANCE FLOOD EVENT,
WITH A BASE FLOOD ELEVATION OF 12, PER FLOOD INSURANCE RATE MAP (FIRM) BRISTOL COUNTY MAF NO.
44001C20002H, REVISED JULY 7, 2014.

C.

UTLMES:
THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES SHOWN ARE APPROXIMATE ONLY AND HAVE NOT YET BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR (TS REPRESENTATIVE.

MATF.RIAL.
BITUMINOUS CONCRETE PAVEMENT,
BITUMINOUS PAVEMENTS SHALL MEET REQUIREMENTS OF PART 400 OF THE STATE STANDARD SPECIFICATIONS.

B. CEMENT CONCRETE SIDEWALKS:
ALL PORTLAND CEMENT CONCRETE USED IN THE CONSTRUCTION OF THE CEMENT CONCRETE SIDEWALKS SHALL BE
CLASS A(AE) AND CONFORM TO THE REQUIREMENTS AS SET FORTH IN SUBSECTIONS 601.01.1 AND 601.03.1 OF THE
STATE STANDARD SPECIFICATIONS.

C.  LANDSCAPE AREAS:

ALL SURFACED AREAS OR DISTURBED AREAS NOT SPECIFIED ON THE PLANS SHALL RECEIVE 4 INCHES OF TOPSOIL,
SEED, MULCH, AND BE WATERED UNTIL. A HEALTHY STAND OF GRASS IS OBTAINED.
D.

SIGNAGE:.
ALL SIGNAGE SHALL MEET MUTCD REQUIREMENTS AND COMPLY WITH STANDARDS IN RIDOT SECTIONS T.15. AND M.16.

GENERAL CONSTRUCTION REQUIREMENTS

1.

18.
17.

TRACTOR 1S RESPONSIELE FOR PREPARING AND FOLLOWING A SITE-SPECIFIC HEALTH AND SAFETY PLAN (HASP) IN
|A 29 CFR 1910120, A COPY MUST BE MAINTAINED ON-SITE AT ALL TIMES AND BE AVAILABLE
FOR EXAMINATION BY THE OWNER AND ENGINEER, IF REQUESTED.

SITE DISCHARGES FROM CONSTRUCTION SITE IS REGULATED BY THE RHODE ISLAND DEPARTMENT OF ENVIRONMENTAL
MANAGEMENT RHODE ISLAND POLLUTANT DISCHARGE SYSTEM ELIMINATION (RIPDES) PROGRAM. THE PROJECT SHALL
COMPLY WITH THE CONDITIONS OF THE RIPDES GENERAL PERMIT FOR STORMWATER DISCHARGES ASSOCIA
CONSTRUCTION SITE RUNOFF, AND THE CITY OF PROVIDENCE CODE OF ORDINANCES, CHAPTER V ARTICLE Vll 'SOIL
EROSION AND SEDIMENT CONTROL".

THE CONTRACTOR SHALL VERIFY THE PROPOSED LAYOUT WITH ITS RELATIONSHIP TO THE EXISTING SITE SURVEY. THE

CONTRACTOR SHALL ALSO VERIFY ALL DIMENSIONS, SITE CONDITIONS, AND MATERIAL SPECIFICATIONS AND SHALL NOTIFY

% OWNER AND ENGINEER OF ANY ERRORS, OMISSIONS OR DISCREPANCIES BEFORE COMMENCING OR PROCEEDING WITH
K.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OETAINING ALL NECESSARY PERMITS, INSPECTIONS, BONDS, ETC. AND
OTHER APPROVAL RELATED ITEMS WITH THE LOCAL AND STATE MUNICIPAUITIES. APPLICATION FEES SHALL BE PAID BY
OWNER. NO CONSTRUCTION SHALL COMMENCE UNTIL SUCH PERMITS HAVE BEEN SECURED AND THE CONTRACTOR HAS
SUPPUED THE REQUIRED NOTICES.

METHODS AND MATERIALS USED IN THE CONSTRUCTION OF IMPROVEMENTS FOR THIS PROJECT SHALL CONFORM TO THE
CURRENT CONSTRUCTION STANDARDS AND SPECIFICATIONS OF THE LOCAL MUNICIPALITY AND THE RHODE (SLAND
DEPARTMENT OF TRANSPORTATION.

DEVIATIONS OR CHANGES FROM THESE PLANS WILL NOT BE ALLOWED UNLESS APPROVED BY THE ENGINEER/OWNER.

THE CONTRACTOR SHALL CONTACT 'DIGC SAFE' AT 1-B888-344-7233, 72 HOURS PRIOR, EXCLUDING WEEKENDS AND
HOLIDAYS, TO ANY EXCAVATION PERFORMED ON SITE.

THE EXISTENCE AND/OR LOCATION OF UTIUTIES SHOWN ON THESE PLANS MAY BE ONLY APPROXIMATELV CORRECT. THE
CONTRACTOR SHALL MAKE EXPLORATORY EXCAVATIONS AND LOCATE ANY EXISTING UTILITIES AND N

OWNER/ENGINEER OF ANY DISCREPANCIES FROM CONTRACT DOCUMENTS. THE OWNER SHALL BE NO11FIED AS T0 THE
RELOCATIONS REQUIRED PRIOR TO THE START OF CON T TRACTOR IS REQUIRED TO TAKE PRECAUTIONARY
MEASURES 7O PROTECT THE UTIUTIES HEREON AND ANY OTHER EXISTING UTIUTIES NOT OF RECORD OR NOT
SHOWN ON THESE PLANS. THE OONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRING, AT HIS/HER EXPENSE, ANY
EXISTING UTILIMES DAMAGED DURING CONSTRUCTION.

AN APPROVED SET OF PLANS, SIGNED SOIL EROSION AND SEDIMENT CONTROL PLAN (AKA STORMWATER POLLUTION
PREVENTION PLAN), AND ALL APPLICABLE PERMITS MUST BE AVAILABLE AT THE CONSTRUCTION SITE AT ALL TIMES.
CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILUTY FOR JOB SITE CONDITIONS
DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT
THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NCRMAL WORKING HOURS.

CONTRACTOR SHALL IDENTIFY TREES TO BE REMOVED PRIOR TO CONSTRUCTION AND MARK THEM WITH CONSTRUCTION
TAPE FOR REVIEW BY THE OWNER/ENGINEER. TREES AND OTHER EXISTING VEGETATION SHALL BE RETAINED WHEREVER
FEASIBLE. CONTRACTOR SHALL NOT REMOVE TREES UNTIL REVIEWED AND APPROVED BY THE OWNER/ENGINEER.

THE CONTRACTOR SHALL RESTORE HARDSCAPE IMPROVEMENTS WITH MATCHING MATERIALS (LE. ANY PAVEMENT, WALKS,
CURBS, ETC.) THAT MUST BE CUT OR THAT ARE DAMAGED DURING CONSTRUCTION.

THE CONTRACTOR SHALL RESTORE DISTURBED LANDSCAPE AREAS TO ORIGINAL CONDITION (I.E. SEEDED, SODDED,
PLANTED) UNLESS OTHERWISE DIRECTED WITHIN CONTRACT DOCUMENTS.

ADJUST UTILITY COVERS, GRATES, AND HAND HOLES TO FINISH GRADE.

ALL EXCESS EXCAVATED MATERIALS, EXCESS FILL. EXCESS CONSTRUCTION MATERIALS, DEH!IS. AND WASTE SHALL BE
REMOVED FROM THE SITE AND SHALL BE DISPOSED OF IN ACCORDANCE WITH APPLICABLE LAI

DO NOT CLOSE OR OBSTRUCT ROADWAYS, SIDEWALKS, FIRE HYDRANTS, AND UTIUTIES WITHOUT APPROPRIATE PERMITS.

WORK IS RESTRICTED TO THE HOURS OF 7 AM TO 5 PM ON MONDAY THROUGH FRIDAY, EXCLUDING HOLIDAYS, UNLESS
OTHERWISE APPROVED BY THE OWNER.

CONSTRUCTION SEQUENCE

NSION OR LOCATION.

CONSTRUCTION ACTIMITIES ASSOCIATED WITH THIS PROJECT ARE EXPECTED TO COMMENCE IN SUMMER 2021 AND WiLL 8E

COMPLETED BY SPRING 2022. THE GENERAL SEQUENCE FOR EACH PHASE OF CONSTRUCTION IS AS FOLLOWS:

1.

© P NS P AW

28

INSTALL PERIMETER SEDIMENT CONTROL BARRIERS, EROSION CONTROL AND PROPOSED CONSTRUCTION ACCESS. SEDIMENT
R RIPORARY SOl STOGKPLE AREAS DURNG CONSTRUGTON WL ALS0. BE ENCOMFASSED 57 PERMETER CONTROLS.
CLEAR THE SITE AND REMOVE DEMOLISHED MATERIALS.

CONDUCT ROUGH GRADING AND STOCKPILE EXCESS SOILS FOR REMOVAL OR REUSE.

COMPACT SUBGRADE AND INSTALL GRAVEL BORROW IN ALL AREAS TO BE PAVED WITH BITUMINOUS PAVEMENT.
CONSTRUCT OBSERVATION DECK, STEPPED PADDLECRAFT LAUNCH, AND INSTALL LOW—PROFILE PADDLECRAFT DOCK.
INSTALL BASE AND BINDER COURSES FOR ALL PAVED AREAS.

INSTALL GRAVEL WITHIN GRAVEL ACCESS ROAD AND PARKING. INSTALL PEA GRAVEL WALKWAY.

CONDUCT FINAL GRADING OF LANDSCAPED AND BUFFER AREAS.

F TLY SEED ALL [ NON-PAVED AREAS AND INSTALL PLANTINGS.

INSTALL THE SURFACE COURSE FOR PAVED AREAS.

REMOVE TEMPORARY EROSION CONTROLS MEASURES ONCE PERMANENT VEGETATION COVER HAS BEEN ESTABLISHED AND
THE SITE IS STABIUZED, INSPECTED, AND APPROVED BY PERMITTING AUTHORITY AND THE ENGINEER.

SOIL EROSION AND SEDIMENT CONTROL INSTALLATION

1.

THE CONTRACTOR SHALL FOLLOW THE SITE-SPECIFIC SESC PLAN, SITE PREPARATION PLAN, EROSION AND SEDIMENT
TROL SPECIFICATION, AS WELL AS RHODE ISLAND SOIL EROSION AND SEDIMENT CONTROL HANI

CONSTRUCTING THE ERCSION AND SEDIMENT CONTROLS INDICATED ON THE PLANS. ION AND SEDIMENT CONTROL

MEASURES OR WORKS AND REHABILTATION MEASURES MUST CONFORM TO OR EXCED THESE REQUIREMENTS.

THE TIMELY INSTALLATION, INSPECTION. AND MAINTENANCE /REPLACEMENT OF SEDIMENT AND EROSION CONTROL DEVICES
IT COMPLIANCE 1S THE RESPONSIBIUTY OF THE CONTRACTOR UNTIL

D ACCEPTED BY THE OWNER. THE OWNER IS RESPONSIBLE THEREAFTER.
ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL CONTINUE TO BE MAINTAINED IN EFFECTIVE CONDITION UNTIL
SITE STABILIZATION.

PRIOR TO THE COMMENCEMENT OF CONSTRUCTION ACTIVITIES, THE CONTRACTOR SHALL INSTALL ALL EROSION A.ND
IMEN S SHOWN ON THE PLAN, OR AS DIRECTED BY THE RHODE ISLAND DEPARTMENT
ENVIRONMENTAL MANAGEMENT AND LOCAL MUNICIPALITY, OR AS MAY BE REQUIRED TO PREVENT SEDIMENT FLOW TO
STORM DRAINS OR SURFACE WATERS.

SOIL EROSION AND SEDIMENT CONTROL INSPECTION

A SITE-SPECIFIC SOIL EROSION AND SEDIMENT CONTROL PLAN (SESC PLAN) HAS BEEN PREPARED. THE SESC PLAN MUST
BE REVIEWED AND SIGNED BY THE OWNER, OPERATOR (.E CONTRACTOR), AND CONTRACTOR'S DESIGNATED SESC
INSPECTOR. A HARD—COPY OF THE SIGNED SESC PLAN, INCLUDING ALL INSPECTION RH’DRTS. CORRECTIVE ACTION LOGS,
AND ADDENDA, MUST BE KEPT ON SITE AT ALL TIMES THROUGHOUT CONSTRUCTION

AN INSPECTION OF STORMWATER CONTROL MEASURES MUST BE CONDUCTED BY THE CONTRACTOR AT LEAST ONCE EVERY
SEVEN (7) CALENDAR DAYS, AND WITHIN TWENTY—FOUR (24) HOURS AFTER ANY STORM EVENT WHICH GENERATES AT
LEAST 0.25 INCHES OF RAINFALL PER TWENTY-FOUR (24) HOUR PERIOD.

THE CONTRACTOR SHALL PREPARE AN INSPECTION REPORT SUMMARIZING THE SCOPE OF THE INSPECTION, NAME(S) AND
TITLES OF PERSONNEL MAKING THE INSPECTION, THE DATE(S) OF THE INSPECTION, MAJOR OBSERVATIONS RELATING TO

THE MPLEMENTATION OF THE SESC PLAN, AND CORRECTIVE ACTIONS WHICH MUST BE MADE. SUCH T

IDENTIFY ANY INCIDENTS OF NONCOMPLIANCE. WHERE AN INSPECTION DOES NOT IDENTIFY ANY INCIDENTS
NONCOMPUANCE, A INSPECTION REPORT MUST STILL BE PREPARED TO CERTIFY THAT THE

THE SESC PLAN AND RIPDES PERMIT. THE INSPECTION REPORT MUST BE SIGNED BY THE INSPECTOR AND DPERAT(R AND

KEPT WITH THE ON—SITE SESC PLAN.

FOLLOWING AN INSPECTION, ALL CORRECTIVE ACTIONS MUST BE COMPLETED WITHIN SEVEN (7) CALENDAR DAYS. A
CORRECTIVE ACTION LOG MUST BE SIGNED BY THE OPERATOR AND KEPT WITH THE ON—SITE SESC P!

BASED ON THE RESULTS OF THE INSPECTIONS, THE SESC PLAN MUST BE REVISED AS APPROPRIATE, BUT IN NO CASE
LATER THAN SEVEN (7) CALENDAR DAYS FOLLOWING THE INSPECTION, SUCH MODIFICATIONS MUST PROVIDE FOR
IMPLEMENTATION OF ANY CHANGES TO THE SESC PLAN WITHIN SEVEN (7) CALENDAR DAYS FOLLOWING THE INSPECTION.

IF AN INSPECTION REVEALS A DISCHARGE OF SEDIMENTS TO THE WATERS OF THE STATE OR A SEPARATE STORM SEWER
SYSTEM, THE PERMITTEE MUST NOTIFY THIS OFFICE OF THE NATURE OF THE DISCHARGE, THE MEASURES TAKEN TO CLEAN
UP THE DISCHARGE, AND THE MEASURES TAKEN TO PREVENT FUTURE RELEASES.

A HARD COPY OF THE COMPLETE SESC PLAN, INCLUDING ALL INSPECTION REPORTS, CORRECTIVE ACTION LOGS, AND
ADDENDA, MUST BE RETAINED BY THE OWNER FOR AT LEAST FIVE (5) YEARS FROM THE DATE THAT THE SITE HAS
UNDERGONE FINAL STABILIZATION.

SPILL PREVENTION AND RESPONSE PROCEDURE

1.

3.

ANY INADVERTENT OR DELIBERATE DISCHARGE OF WASTE OIL OR ANY OTHER POLLUTANT TO THE STORMWATER DISPOSAL
SYSTEM (LE. INFILTRATION BEST MANAGEMENT PRACTICES, CR CLOSED—CONDUIT DRAINAGE SYSTEM THAT DISCHARGES TO
MUNICIPAL SEPARATE STORM SEWER SYSTEM OR WATER BODY) REQUIRES IMMEDIATE NOTIFICATION TO THE RIDEM OiL
POLLUTION CONTROL PROGRAM AT (401) 277-2284, AS PER THE OIL POLLUTION CONTROL REGULATIONS. DURING
NON—WORKING HOURS, NOTIFICATION OF SPILLS CAN BE MADE TO THE RIDEM DIVISION OF ENFORCEMENT AT (401)
222-3070 (THE 24~HOUR EMERGENCY RESPONSE PHONE NUMBER).

ANY INCIDENT OF GROUNDWATER CONTAMINATION RESULTING FROM THE IMPROPER DISCHARGE OF POLLUTANTS TO THE
STORM SYSTEM SHALL BE THE RESPONSIBILITY OF THE PROPERTY OWNER AS WB.L AS NY OTHER
PARTES ,HAT THE RIDEM DETERMINES TO BE RESPONSIBLE FOR THE CONTAMINATION. PURSUAN TE LAWS AND
REGULATIONS, THE RIDEM MAY REQUIRE THE PROPERTY OWNER, CONTRACTOR, AND OTHER RESPONSlBIi PARTIES T0
REMEDIATE ANY INCIDENTS THAT MAY ADVERSELY IMPACT GROUNDWATER QUALITY.

UPON TRANSFER OF THE PROPERTY, THE NEW OWNER SHALL BE INFORMED AS TO THE LEGAL RESPONSIBILITIES
ASSOCIATED WITH DISPOSAL SYSTEM, AS INDICATED ABOVE.

STORMWATER MAINTENANCE PROGRAM

OPERATION AND MAINTENANCE OF STORMWATER MANAGEMENT SYSTEM SHALL BE CONDUCTED IN ACCORDANCE WTH
SITE—SPECIFIC LONG—TERM OPERATION & MAINTENANCE PLAN.
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TO CONSTITUTE AN ORIGINAL PLAN NO. DATE REVISION CHECKED BY
CERTICATION PARTIAL BOUNDARY & TOPOGRAPHIC SURVEY{rer——2222t
THIS SURVEY HAS BEEN CONDUCTED AND THE PLAN HAS BEEN PREFARED PURSUANT TO PORTION OF A.B. 16, LOT 20 17=50°
435-RICR-00-00-1.9 OF THE RULES AND REGULATIONS ADOPTED BY THE RHODE ISLAND STATE "WALKER FARM" WA, MP;A.NO AG TRAIL oare | 9718/2020
BOARD OF. FOR PRO ONAPRIL 25, 2018, AS FOLLOWS: N |_____3/19/2020]
i BARRINGTON, RHODE ISLAND DRAWN BV,

IYPE OF BOUNDARY SURVEY: MEASUREMENT / ACCURACY SPECIFICATION: ME/BT,
LMITED CONTENT BOUNDARY SURVEY 1{LIMITED CONTENTAS SHOWN) cHeckEo sy RSL

OTHER TYPE OF SURVEY:
DATAACCUMULATION w
TOPOGRAPHIC SURVEY 3

THE PURFOSE FOR CONDUCTING THIS SURVEY AND FOR THE PREPARATION OF THE
PLAN S AS FOLLOWS!

LIMITED CONTENT BOUNDARY SURVEY & TOPOGRAPHIC SURVEY FOR THE FUTURE
DEVELOPMENT OF THE SUBJECT PARCEL.

1837 11/17/2020

DATE

8y {

RICHARD . LIPSITZ PLS.
WATERMAN ENGINEERING COMPANY (COA No. T oowes)

LOCUS

NOTES / REFERENCES

1. REFERENCE IS MADE TO THE FOLLOWING MAPS AND PLANS OF RECORD;

AJRI HIGHWAY PLAT No. 1005, 2016 & 2016A.

8.) PLAN ENTITLED "PLAN OF SURVEY FOR DONALD R. JONES IN BARRINGTON, R.I. 8Y E.V. STANLEY, ENGR,
SCALE: 1"=20". MAY, 1955."

C.) PLAN ENTITLED "PLAN SHOWING PORTION OF PROPERTY OF ALICE W. BATES ESTATE, BARRINGTON, R.J.
BY EV. STANLEY, ENG'R, SCALE: 1'=20, JUNE, 1965."

2. REFERENCE IS MADE TO THE FOLLOWING TOWN OF BARRINGTON LAND EVIDENCE RECORDS
REGARDING TITLE TO THE.

AJAP: 16, LOT 22 ~ TOWN OF BARRINGTON ~ VOLUME 110, PAGE 563

3. THESE PREMISES MAY BE SUBJECT TO THE FOLLOWING EASEMENTS, RIGHTS OF WAY OR
AGREEMENTS OF RECORD;

A.) NONE FOUND RECORDED

4. THESE PREMISES ARE SITUATED INAN ‘OS-P ZONE'

DIMENSIONAL REQUIREMENTS

MIN. LOTAREA =NA

MIN. FRONTAGE/WIDTH =180 FT.

MIN. 5/8 FRONT YARD =50FT.

MIN. 5/8 REAR YARD =30FT.

MIN. $/8 SIDE YARD =18 FT. OR 10% OF THE FRONTAGE (THE GREATER OF)
MAX. STRUCTURE HEIGHT =35FT.

MAX. BUILDING LOT COVERAGE =10%

NOTE - ZONING INFORMATION IS FROM CURRENT ZONING AND MAVNOTREFLECT THE
AT THE TIME OF TION OR AN’

5. THESE PREMISES ARE SITUATED INA ZONE 'AE' (EL. 12) AS DESIGNATED ON THE "NATIONAL FLOOD
INSURANCE PROGRAM, FIRM FLOOD INSURANCE RATE MAP BRISTOL COUNTY, RHODE ISLAND
(ALL JURISDICTIONS) PANEL 2 OF 18 TOWN OF BARRINGTON MAP NUMBER 44001C0002H EFFECTIVE DATE:
JULY'7, 2014, FEDERAL EMERGENCY MANAGEMENT AGENCY".

6. ANY UTILITIES SHOWN ON THIS PLAN HAVE BEEN LOCATED FROM FIELD SURVEY INFORMATION AND
EXISTING PLANS. THE SURVEYOR mKES NO GUARANTEE THAT THE UTILITIES SHOWN CDMPR(SEALL SUCH
OR ABANDONED. THE SURVEYOI WARRANT THAT THE UTILITIES SHOWN ARE IN
LOCATION INDICATEDALTHOUGH THEVARELOCATED AS ACCURATELY AS POSSIBLE FROMALL AVAILABLE
INFORMATION. (PLEASE CONTACT DIG SAFE 72 HOURS PRIOR TO CONSTRUCTION AT PHONE NO.
1-888-DIG-SAFE AND/OR ALL LOGAL UTILITY COMPANIES.)

7. THE HORIZONTAL DArLrM FOR THIS PROJECT IS THE R.1.5.P.C.5. (NAD 83) AND THE VERT/CAL DATUM FDR THIS
PROJECT IS, PROJECT DATUMS WERE ESTABLISHED FROM DATA TRANSMITTE!
REFERENCE SmTIONS USING THE MTS RTK NETWORK VIA CARLSON BRX6 GNSSANT‘ENNAS / RECEIVERS

8. PER THE TOWYN OF BARRINGTON ZONING ORDINANCE SECTIGN 185-22, NO BUILDING STRUCTURE OR SIGN
MAY BE LOCATED WITHIN 100 FEET OF AN Y OR STREAM, OR WITHIN 200 FEET IN THE
CASE OF FLOWING WATER BODIES IN EXCESS OF YO FEETIN WIDTHAS PROWDED BY THE STATE
FRESHWATER WEYLANDSADT EXCEPT BOAT SHEDS, PIERS AND SIMILAR STRUCTURES ACCESSORY TOA
PERMITTED USE; OR DOCKS, FLOATS, MARINE RAILWAYS AND OTHER FACILITIES NORMALLY REQUIRING A
LOCATION ON OR ADJACENT TO THE SHORE WITHIN THE WATERFRONT BUSINESS DISTRICT.

9. COASTAL FEATURE AND WETLAND FLAGS DELINEATED BY NATURAL RESOURCE SERVICES, INC., P.O. BOX 311
HARRISVILLE, RI 02830 ON FEBRUARY 27, 2020 AND FIELD LOCATED BY WATERMAN ENGINEERING COMPANY ON
MARCH 8, 2020.

10. ANY AND ALL DISTURBANCE AND/OR CONSTRUCTION ON THE SUBJECT PROPERTY IS SUBJECT TO REVIEW
AND PERMITTING BY THE CRMC, AS APPLICABLE.

11. TOPOGRAPHY FROM AERIAL TOPOGRAPHIC MAPPING, SUPPLEMENTED WITH FIELD EDITS, AS FLOWN
MARCH 6, 2020 AND ADDITIONAL TOPOGRAPHY AS FIELD SURVEYED APRIL 16, 2020. AERIAL GROUND
CONTROL BY WATERMAN ENGINEERING COMPANY.

12. TOPOGRAPHY WITHIN THE BARRINGTON RIVER BASED UPON SOUNDINGS TAKEN ON OCTOBER 6, 2020
USING A SEAFLOOR SYSTEMS, INC. SONARMITE ECHO SOUNDER WITH CARLSON BRXE GNSS ANTENNAS /
RECEIVERS, THE TOPOGRAPHY SHOWN MAY NOT NECESSARILY REPRESENT ANY BOULDERS, HOLES,
DEBRIS, ETC. THAT COULD ]NOT BE OBSERVED DURING THE GOURSE OF THE SURVEY. THE VERTIGAL DaTUM
FOR THE SOUNDINGS SHOWN IS

FUSS & O'NEILL
317 IRON HORSE WAY, SUITE 204
PROVIDENCE, RHODE ISLAND 02908

FRENAME:
20-024_SUJ_REV
_1_of _1_ SHTS
DRAWING #:
SU1

46 Satton Avenud
Easr Providonce, Ri
f‘:?uuv‘({vll 475
F.

Watermar]

ENGINEERING COMPANY

- Est. {894

Engincers & Survevors
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IREES INVASIVE SPECIES SHALL BE PHYSICALLY REMOVED FROM THE SPECIFIED AREAS PRIOR TO PLANTING NATIVE PLANTINGS. THE BELOW INVASIVE SPECIES REMOVAL PROCEDURE SHALL BE PERFORMED IN a a o
i EARLY SPRING OR EARLY FALL. ENGAGE A QUALIFIED ECOLOGIST TO OVERSEE THE INVASIVE SPECIES REMOVAL LONG-TERM INVASIVE SPECIES MAINTENANCE SHALL BE CONDUCTED BY THE OWNER TO
W JUNIPERUS VIRGINIANA EASTERN RED CEDAR 177 1 GAL. 3 oc REVENT THEINVASHE" SPECE S RONIRETURMNG. o) % g
SHRUBS o
INVASIVE SPECIES REMOVAL PROCEDURE: WITHIN THE LIMITS OF THE INVASIVE SPECIES MITIGATION AREA, PHYSICALLY REMOVE THE PLANTS THROUGH HAND DIGGING AND PULLING. THE ENTIRE ROOT MUST m 8 =
AC  AMELANCHIER CANADENSIS SHADBLOW SERVICEBERRY 77 1 GAL 3 oc. BE REMOVED TO PREVENT RE-SPROUTING. OLDER PLANTS THAT ARE TOO BIG FOR PULLING AND ARE DIFFICULT TO DIG UP ARE TO BE ERADICATED THROUGH A CHEMICAL CONTROL AVOID EXCESSIVE SOIL = & m
N DISTURBANCE. NATIVE VEGETATION SHOULD REMAIN IN PLACE TO THE GREATEST EXTENT PCSSIBLE TC AVOID CREATING BARE AREAS FOR FUTURE PROPAGATICN AND ALLOW NATIVE VEGETATION TO O Q
BH1  BACCHARIS HALMIFOLIA IGROUNDSELTREE 450 TUBELINGS ¥ oc. RE-COLONIZE SITES. ALL PLANT PARTS WILL BE BAGGED, REMOVED AND PLACED IN PROPER CONTAINERS FOR GARBAGE PICKUP. Z
BH2  BACCHARIS HALIMIFOLIA GROUNDSELTREE 177 1 GAL. 3 oc. § =~ m
MP  MYRICA PENSYLVANICA BAYBERRY 177 1 GAL 3 oc BLANTING NOTES &5 5 839
PM  PRUNUS MARITIMA BEACH PLUM 177 1 GAL. 3 oc. 1 AUL PLANTNG MATERIAL T0 BE NURSERY GROWN STOCK SUBIECT T0 AAN. STANDARDS = gj 7 )
T A RGINIA RS Pl R 2. THE CONTRACTOR SHALL SUPPLY ALL PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS AND LISTED IN THE PLANT UST. IN THE EVENT OF A DISCREPANCY &
A 1 GAL 3 oc BETWEEN QUAN11'I1ES SHOWN IN THE PLANT LIST AND THOSE REQUIRED BY THE oﬂmnss THE LARGER NUMBER SHALL APPLY. é E =
3. ALL PLANTS SHALL BE APPROVED PRIOR TO INSTALLATION AND SHALL BE LOCATED ON SITE BY THE CONTRACTOR FOR THE APPROVAL OF THE LANDSCAPE ARCHITECT. ANY INSTALLATIONS WHICH
HERBACEOQUS WERE NOT APPROVED BY THE LANDSCAPE ARCHITECT AND WHICH ARE SUBSEQUENTLY REQUESTED TO BE MOVED WILL BE DONE AT THE CONTRACTORS EXPENSE. = E
4. PRECISE LOCATION OF ITEMS NOT DIMENSIONED ON THE PLAN ARE TO BE FIELD STAKED BY THE CONTRACTOR AND SHALL BE SUBJECT TO THE REQUIREMENTS SPECIFIED IN THE PREVIOUS NOTE.
DS DISTICHLIS SPICATA SALTGRASS 1204 2" PLUGS 2’ o.C. g. ALL SH&ELI{‘?{%TNSES SA‘.I_IADKSEENPITS S(;IALL BESEMULCHED TO A DEPTH OF 3" WITH SHREDDED PINE BARK MULCH. 8
- . . TREES UNLESS OTHERWISE NOTED.
96 JUNCUS GERARDI BLACKGRASS 1204 2° PLUGS Z oc 7. THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGED VEGETATION AND SHALL REPLACE OR REPAR ANY DAMAGED WATERIAL, AT HIS OWN EXPENSE, P
PV PANICUM VIRGATUM SWITCHGRASS 533 TUBELINGS 3 oc. 8. ALL SHRUB AND GROUNDCOVER PLANTING AREAS SHALL HAVE CONTINUOUS BEDS OF TOPSOIL 12° LL HAVE A MINIMUM_TOPSOIL BED OF 67, e
5 THE CONTRACTOR 1S RESVONSIBLE FOR LOCATG ALt UTIIMES N THE FIELD, WHERE PLANT MATERIAL UAY INTERFERE. WTH UMLITES, THE CONTRACTOR SHALL NOTIY SHE LANDSCARE. ARGHITEGT TO
PV2  PANICUM VIRGATUM SWITCHGRASS 463 2" PLUGS 2 oc COORDINATE THEIR INSTALLATION.
, 10. FOR PLANTING SOIL MIX. SEE SPECIFICATIONS OR PLANTING DETAILS.
EV3]  RANCUM VIRGATUM SMICHERASS 400 O 2706 1. ALL EXSTNG RIL, GULLY OR CHANNEL EROSION SHALL BE FILLED WITH APPROPRIATE BACKFILL MATERIAL, FINE RAKED, SCARIFIED AND STABILIZED WITH APPROPRIATE VEGETATIVE MATERIAL AND/OR PROJ. No - 20170585 A0
SA  SPOROBOLUS ALTERNIFLORUS SMOOTH CORDGRASS 1204 2" PLUGS 2 oG APPROPRIATE SEDIMENTATION AND EROSION CONTROL M .
12. ADMISTMENTS W THE LOGATION, OF TUE PROPOSED. PLANT MATERIAL AS A RESULT OF EXISTNG VEGETATION TO REMAN SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. DATE: FEBRUARY 23, 2021
SP1  SPARTINA PECTINATA PRAIRIE CORDGRASS 1029 TUBELINGS Z oc. 13. THE CONTRACTOR IS RESPONSIBLE FOR ALL MAINTENANCE REPAIR AND REPLACEMENT OF PLANT MATERIAL, AS REQUIRED, FOR THE DURATION OF THE PROJECT AND SUBSEQUENT WARRANTY PERIOD.
. 14, PLANTINGS INSTALLED IN THE DRY SUMMER MONTHS AND / OR LAWN SEEDED OUT OF SPRING OR FALL PERIODS, IF ALLOWED BY OWNER, WILL REQUIRE AGGRESSIVE IRRIGATION PROGRAMS AT THE
SP2 SPARTINA PECTINATA e - 2" PGS 2 oc CONTRACTOR'S EXPENSE, UNLESS OTHERWSE DIRECTED BY THE OWNER.
SS1  SOLIDAGO SEMPERVIRENS SEASIDE GOLDENROD 545 2" PLUGS 2 oc. 15. PN COMPLETION OF PLANTING, REMOVE FROM SITE ALL EXCESS SOIL MULCH, AND MATERIALS AND DEBRS RESULTING FROM WORK OPERATIONS. _CLEAN, UP SHOULD BE COMPLETED. AT THE END OF
SS2  SOLDAGO SEMPERVIRENS SEASIDE GOLDENROD 400 14QT 2 oc. 1& CDNTEACTOR -ro RESEED ALL DISTUI AREAS. A5 FAVEMENTS. FEANTHE & STROSIURES AKG LAVN AFEAS R s
BE SEEDED WITH LAWN UNLESS OTHERWISE NOTED ON LANDSCAPE PLAN. -
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1. WATTLES SHALL BE INSTALLED AT LOCATIONS AS INDICATED ON THE DRAWINGS.
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REINFORCED TURF

NOT TO SCALE

BITUMINOUS

CONCRETE SURFACE COURSE
{TYPE I-1)

TACK COAT

TS ———— BITUMINOUS

3 CONCRETE BASE COURSE

BITUMINOUS CONCRETE PAVEMENT

NOT TO SCALE

NOT TO SCALE

5 # 5 BARS
\ INTEGRATED SOLAR PANELS

#4 BARS AT
127 o.Cc.

SECTION A-A

SOLAR BOLLARD LIGHT/

ALUMINUM MOUNTING PLATE
1/2" X 10" ANCHOR BOLT
(TYP. OF 3)
3/4" CHAMFER (TYP.)
FINISHED GRADE

#4 BaRS — | A P
AT 12" OLC. o

545 BARS/ L~

4,000 PSI CONCRETE i il
SINGLE PCUR -

A c 4a
L H

3" MIN (TYP.) 1 %

127 ¢_-‘

NOTE:
SOLAR BOLLARD LIGHT SHALL BE PLB-—102 SOLAR POWERED LED BOLLARD WITH TYPE 3
PHOTOMETRICS AND BLACK POWDER COAT FINISH, MANUFACTURED BY FIRST LIGHT
TECHNOLOGIES; OR APPROVED EQUAL

2. INSTALL PER MANUFACTURER'S INSTRUCTIONS.

SOLAR BOLLARD LIGHT

SMM
SMM

CEV
CEV
DESIGNER | REVIEWER

DESCRIPTION

RIDEM RESPONSE TO COMMENTS

ACOE PERMITTING

7/1/2021
6/17/2021
ATE

2
No.

Iy
SHA-NN M MARTPN

NOT TO SCALE

STONE DUST AND GRAVEL
BORROW MIX (50% STONE
DUST AND 50% GRAVEL
BORROW)

GRAVEL BORROW

GEOTEXTILE FABRIC

STONE SCREENINGS WALKWAY

NOT TO SCALE

FINISH
VARIES ) et
FINISH
GRADE 1/27/ET. MAK.
174 /FT. N,

A AT A
-‘“\“mﬂ

T

BITUMINOUS

CONCRETE BASE COURSE
BITUMINOU!

CONCRETE SURFACE COURSE

(TYPE 1-1)

GRAVEL BORROW

(COMPACTED)

BITUMINOUS CONCRETE SIDEWALK
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[LAYER STATE:

MLLW: -2.48 -

PN

MHW: 1.94

STEPPED PADDLECRAFT LAUNCH

_ MHHW:2.18

EXISTING GRADE
FINISHED GRADE

GRAVEL BORROW

NOT TO SCALE

LOW PROFILE FLOATING DOCK — ELEVATION

NOT TO SCALE

1/2" CHAMFERED
TOP

PADDLE END
W/GALVANIZED
NAIL TO POST

6" WHITE:
CEDAR POST

EXISTING GRADE-

ELEV. 5.00

5" WHITE CEDAR
SPLIT RAIL

{
NP [ IR

[Ms VIEW:

8'-0" 0.C. TYP.

]

[ ——
4L BELOW GRADE

SPLIT RAIL FENCE

SCALE: NOT TO SCALE

— S =T
16" = = = == =
sesosesle . eyly FINISHED GRADE el
— Q:\T\F\\", TR NARRGQT ARG
i
s 16"
! Ll
|

TOE OF SLOPE KEY

PROPOSED BOTTOM
OF SLOPE

RIP RAP ARMORING

ADA TRANSFER PLATFORM AND RAIL

Wt
FREEBOARD

WATERLINE @ -2.48" MLW

NOT TO SCALE

“S— ANCHORING TBD

EDGE OF
MULCH RING
FINISHED

GRACE- 4 MIN.

DEPRESS GEOTEXTILE~L.
FABRIC TO PASS
BENEATH ROOT BALL
DO NOT DISTURE:

SUBGRADE OR
CAP MATERIAL

3X ROOT BALL DIAMETER

NOTES;
1. STAKES & GUYS SHALL NOT BE USED.

RECEIVED
JULY 19,2021

COASTAL RESOURCES
MANAGEMENT COUNCIL

e

EXISTING SUBGRADE

TIDAL RUNNEL

SMM
SMM

CEV
CEV
DESIGNER [ REVIEWER

DESCRIPTION

—

RIDEM RESPONSE TO COMMENTS

DATE

7/1/2021
6/17/2021 | ACOE_PERMITTING

No.

FINISHED GRADE

SHAWN M. MARTIN
‘ 7 l

AS NOTED

RZ.
VERT.:

HORZ.:
o
GRAPHIC SCALE

SCALE:

NOT TO SCALE

LOCAL NURSERY STOCK PLANT MATERIAL.
MARK NORTH SIDE OF TREE IN THE FIELD
BEFORE TRANSPLANTING AND ROTATE TREE
TO FACE NORTH UPON INSTALLATION.
TREE SHALL BE SET PLUMB.

DO NOT CUT MAIN LEADER. PRUNE ONLY

THAT EXTEND TO THE EDGE OF THE CROWN.

EXPOSE ROOT FLARE & REMOVE EXCESS SOIL
FROM TOP OF BALL. TREE SHALL BE PLANTED
SO THAT ROOT FLARE IS 2" ABOVE FINISHED
GRADE AFTER SETTLEMENT.

DO NOT PLANT TOO DEEP!

REMOVE ALL TWINE & STRAPS.
REMOVE ALL SYNTHETIC MATERIALS.

CONSTRUCT EARTH SAUCER WITH 4°
HIGH BERM-FLOOD WITH WATER TWICE
IN FIRST 24 HRS. AFTER PLANTING.

4" SHREDDED HARDWOOD MULCH.
EXTEND OVER BERM.
DO NOT PLACE IN CCNTACT WITH BARK OF TREE.

BACKFILL WITH PLANTING SOIL MIXTURE
IN 9" LAYERS. WATER EACH LAYER UNTL
SETTLED. DO NOT TAWP.

2. SPRAY WITH ANTIDESICCANT IN ACCORDANCE WITH MFG'S INSTRUCTIONS IF FOUIGAE IS PRESENT.

TREE PLANTING

NOT TO SCALE

SUBGRADE

SHRUB PLANTING

FUSS & O’NEILL [srow VERT':

PLANT AT THE SAME DEPTH AS
PREVIOUSLY GROWN AT NURSERY

3" PINE BARK MULCH

SLOPE TO FORM SAUCER.
PLANT BACKFILL MIXTURE.

SCARIFY EXISTING SOIL
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